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Camera Settings for Low Light Conditions 
     While default settings are considered the best for general surveillance, sometimes improvements 
can be achieved for specific lighting or scene situations.  The following describes some specific cases: 

In gaming (casino) surveillance the following adjustments will likely be the most helpful: 

1) Maximum Exposure is set to ¼ s at default to achieve the best low light performance, but at the 
expense of frame rate.  If it is desired to maintain the ips rate at the expense of darker exposures in 
low light situations, then set the Maximum Exposure to the inverse of the ips rate.  For example if 30 
ips are desired set the Maximum Exposure to 1/30 s> 

2) Exposure Compensation may be beneficial for a gaming table where playing cards are placed on 
a dark (green or Red) table.  Setting the Exposure Compensation to a negative value such as -1.5 may 
allow the playing cards to be better exposed since the dark table top as compared to the small white 
cards is skewing the average exposure calculation.  Alternatively, the selection of Targeted Exposure 
Control method can be used to set the exposure area to include primarily the playing cards, so that the 
exposure will be calculated mostly on them.  

3) If image noise is experienced, then limiting the Maximum Gain to a lower value will reduce the 
noise at the expense of a darker image in low light. 

 

If you have any questions regarding this Knowledge Article, please contact American Dynamics Technical 
Support. 
North America: (800) 507-6268;  
Latin America and Caribbean:  http://www.americandynamics.net/Support/contact_technical_support.aspx 
Europe, Middle East and Africa: http://www.americandynamics.net/Support/contact_technical_support.aspx 
Asia Pacific: http://www.americandynamics.net/Support/contact_technical_support.aspx 
Information provided by American Dynamics is believed to be accurate and reliable. However, no responsibility 
is assumed by American Dynamics for its use, nor any infringements of other rights of third parties which may 
result from its use. No license is granted by implications or otherwise under any patent rights of American 
Dynamics. 
PLEASE NOTE: If you would like to unsubscribe from receiving electronic communications from Tyco Security Products, you can do so by emailing 
TSPOptOUT@tycoint.com. Contact us at tspinfo@tycoint.com or by writing to: Sales Support Team, Tyco Security Products, 3301 Langstaff Road, Concord, ON 
L4K 4L2 for more information regarding this request. Si vous souhaitez vous désabonner et ne plus recevoir de communications électroniques de la part de Tyco 
Security Products, nous vous prions d’envoyer un courriel à TSPOptOUT@tycoint.com. Vous pouvez également nous joindre à l'adresse tspinfo@tycoint.com ou 
en nous écrivant à l'adresse: Sales Support Team, Tyco Security Products, 3301 Langstaff Road, Concord, ON L4K 4L2 pour obtenir plus d’informations 
concernant cette requête 
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illustra 610/600/210 Mini-dome Most Effective Image Adjustments 

Configuration 
Adjustment 

Reason for 
Default 

Adjustment 
Benefit 

Adjustment 
Technique 

Example Tradeoff of 
Changing 
Default 

Maximum 
Exposure 

Default of ≈ 
¼ s achieves 
best low 
light 
performance 

If it is 
desired to 
maintain 
the ips rate.  

Set to the 
inverse of the 
ips rate. 

If 30 ips are desired set the 
Maximum Exposure to 1/30 
s> 

At the expense 
darker 
exposures in 
low light 
situations. 

Exposure 
Compensation 

Use auto 
exposure 
algorithm 
calculated 
exposure. 

If image is 
too dark or 
to light. 

Set to 
positive value 
to lighten or 
negative 
value to 
darken 

For playing cards placed on a 
dark green gaming table a 
negative value may allow 
cards to be better exposed 
since the dark table as 
compared to small white 
cards is skewing the average 
exposure calculation. 

May be not 
optimal if scene 
changes. 

Maximum 
Gain 

32 X allows 
significant 
gain for low 
light 
performance 
with limited 
noise. 

Reduce 
noise  

Lower value 
to reduce 
noise.  

Noise limiting the ability to 
read sign, license, or playing 
card. 

At the expense 
of a darker 
image in low 
light. 

Digital WDR Defaulted off 
since 
generally not 
needed. 

Improve 
contrast & 
exposure in 
both the 
very  light 
and dark 
areas 

Auto to let 
camera set, 
or 1 thru 9.   

1 =least 
contrast 

9= most 
contrast 

Store front or loading dock 
locations which have both 
very well lit areas as well as 
dark areas 

At the expense 
of contrast in 
the overall 
picture. 

 


